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(57) ABSTRACT

Embodiments of the present invention provide a video
synopsis method and apparatus, and relate to the field of
video synopsis. The method includes: extracting moving
objects and moving tracks of the moving objects from an
original video; calculating a spatio-temporal redundancy
between the extracted moving tracks, and determining a
synopsis ratio of the moving tracks according to the spatio-
temporal redundancy; and changing rates of the moving
tracks according to the synopsis ratio of the moving tracks.
In the present invention, the spatio-temporal redundancy
between the moving tracks is analyzed, and synopsis and
rate changing are performed on corresponding tracks
according to the spatio-temporal redundancy obtained by
means of analysis to obtain different representations of
different tracks, thereby improving user experience.
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Synopsize the moving tracks of the moving objects according to 5101

the synopsis ratio of the moving tracks
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Extract at least two moving objects and moving tracks of the at

least two moving objects from an original video
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VIDEO SYNOPSIS METHOD AND
APPARATUS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority to Chinese Patent Appli-
cation No. 201310689129.3, filed with the Chinese Patent
Office on Dec. 13, 2013, which is incorporated herein by
reference in its entirety.

TECHNICAL FIELD

The present invention relates to the video field, and in
particular, to a video synopsis method and apparatus.

BACKGROUND

In the field of social public security, a video surveillance
system is an important part of maintaining social order and
strengthening public administration. At present, surveillance
systems have been widely applied to public places such as
a bank, a shopping mall, a bus station, an underground
parking lot, and a traffic intersection. Much manual support
is still needed in a real-life surveillance task. A surveillance
camera generates a large amount of video data when per-
forming continuous monitoring in 24 hours per day. In this
case, when it is required to search for evidence from a
surveillance video, it will inevitably consume a large amount
of labor, time, and material resources, which causes an
extremely low efficiency and even leads to a miss of a best
opportunity to solve a case. Therefore, in the video surveil-
lance system, a playback time of a video event is shortened
by synopsizing the video, and an object to be retrieved may
be quickly browsed and locked by classifying objects for
filtering, thereby greatly improving surveillance efficiency,
which is of vital importance in helping, for example, the
police, to accelerate the process of solving a case and
improve efficiency in solving major and serious cases which
are more complex. The prior art provides a video synopsis
method. By analyzing scene information in an input video
stream and extracting foreground information from the
scene information, object information in the scene informa-
tion is obtained by performing a cluster analysis of the
acquired foreground information, and further a correspond-
ing synopsized video is generated. In the generated synop-
sized video, a single frame of image includes object infor-
mation acquired in different frames in the input video. The
prior art performs synopsis in a unit of frame, causing that
a synopsized video is displayed in a single manner, and
different representations of different tracks cannot be
reflected.

SUMMARY

To solve a problem that a synopsized video is displayed
in a single manner, a video synopsis method and apparatus
are provided in embodiments of the present invention.
Technical solutions are as follows:

According to a first aspect, the present invention provides
a video synopsis method, and the method includes the
following steps:

extracting at least two moving objects and moving tracks
of the at least two moving objects from an original video;

calculating a spatio-temporal redundancy between the at
least two moving tracks, and determining a synopsis ratio of
the moving tracks according to the spatio-temporal redun-
dancy; and
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synopsizing the moving tracks of the moving objects
according to the synopsis ratio of the moving tracks.

With reference to the first aspect, in a first possible
implementation manner of the first aspect, the original video
includes at least one video segment, and before the calcu-
lating a spatio-temporal redundancy between the at least two
moving tracks, and determining a synopsis ratio of the
moving tracks according to the spatio-temporal redundancy,
the method further includes:

acquiring, from the at least one video segment, one or
more time coordinate values corresponding to time points of
start frames and end frames of the moving objects, and
spatial coordinate values passed by the moving tracks of the
moving objects; and

the calculating a spatio-temporal redundancy between the
at least two moving tracks, and determining a synopsis ratio
of'the moving tracks according to the spatio-temporal redun-
dancy specifically includes:

calculating a temporal collision probability between the
moving objects according to the time coordinate values
corresponding to the start frames and the end frames of the
moving objects;

calculating a spatial crossover probability between the
moving tracks according to the spatial coordinate values
passed by the moving tracks of the moving objects;

obtaining the spatio-temporal redundancy of the moving
tracks according to the temporal collision probability and the
spatial crossover probability; and

determining the synopsis ratio of the moving tracks
according to the spatio-temporal redundancy.

With reference to the first possible implementation man-
ner of the first aspect, in a second possible implementation
manner of the first aspect, the method includes:

obtaining by calculation the temporal collision probability
by using the following formula:

®

lifetime of an 1™ object on an

i track withinan f video segment
Pr,(f) =1

" lifetimes of all objects on the i* track;

within the f video segment

obtaining by calculation the spatial crossover probability
by using the following formula:

@

the number of tracks crossing an i track

within an f video segment
Pd,,(f) =

the number of tracks

within the f video segment

obtaining by calculation the total spatio-temporal cross-
over and collision probability by using the following for-
mula:

P oss st (= W(fix (Pd; ,(+P1; ,(£); 3

obtaining by calculation the spatio-temporal redundancy
by using the following formula:

O;, (H=1- Piyncross—impact(ﬂ; @

where f indicates an f video segment obtained after the
original video is segmented by time or frame; t, , indicates
a movement time period of an n” moving object on an i
moving track within the £ video segment, where the t;,, 18
less than or equal to a lifetime of the n moving object, and
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the lifetime is a time period between a time point of a start
frame and a time point of an end frame of the moving object;
and W(f) indicates a sensitivity adjustment function of the
temporal collision probability and the spatial crossover
probability.

With reference to the first aspect and either the first
possible implementation manner of the first aspect or the
second possible implementation manner of the first aspect,
in a third possible implementation manner of the first aspect,
the synopsizing the moving tracks of the moving objects
according to the synopsis ratio of the moving tracks
includes:

keeping frames of the moving tracks unchanged and
changing original frame rates of the moving tracks, accord-
ing to the synopsis ratio of the moving tracks; or

keeping original frame rates of the moving tracks
unchanged and reducing frames of the moving tracks,
according to the synopsis ratio of the moving tracks; or

reducing frames of the moving tracks and changing
original frame rates of the moving tracks, according to the
synopsis ratio of the moving tracks.

With reference to the third possible implementation man-
ner of the first aspect, in a fourth possible implementation
manner of the first aspect, the keeping frames of the moving
tracks unchanged and changing original frame rates of the
moving tracks, according to the synopsis ratio of the moving
tracks includes:

obtaining change values of frame rates of the moving
tracks according to the synopsis ratio of the moving tracks,
and performing an acceleration on the moving tracks by
increasing the frame rates according to the change values of
the frame rates.

With reference to the fourth possible implementation
manner of the first aspect, in a fifth possible implementation
manner of the first aspect, the keeping original frame rates
of the moving tracks unchanged and reducing frames of the
moving tracks, according to the synopsis ratio of the moving
tracks includes:

obtaining change values of the frames of the moving
tracks according to the synopsis ratio of the moving tracks,
and performing an acceleration on the moving tracks by
reducing the frames according to the change values of the
frames.

With reference to the fifth possible implementation man-
ner of the first aspect, in a sixth possible implementation
manner of the first aspect, the reducing frames of the moving
tracks and changing original frame rates of the moving
tracks, according to the synopsis ratio of the moving tracks
includes:

obtaining change values of frame rates and change values
of'the frames of the moving tracks according to the synopsis
ratio of the moving tracks, and performing an acceleration
on the moving tracks by changing the frame rates and reduce
the frames according to the change values of the frame rates
and the change values of the frames.

With reference to the first aspect, or any one of the first
possible implementation manner to the sixth possible imple-
mentation manner of the first aspect, in a seventh possible
implementation manner of the first aspect, after the synop-
sizing the moving tracks of the moving objects according to
the synopsis ratio of the moving tracks, the method further
includes:

setting an area of interest, and performing customized rate
changing, within a value range of the synopsis ratio, on a
moving track in the area of interest; or

changing rates of the moving tracks of the moving objects
according to the synopsis ratio.
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According to a second aspect, an embodiment of the
present invention provides a video synopsis apparatus, and
the apparatus includes:

an extracting unit, configured to extract at least two
moving objects and moving tracks of the at least two moving
objects from an original video;

a calculating unit, configured to calculate a spatio-tem-
poral redundancy between the at least two moving tracks
extracted by the extracting unit, and determine a synopsis
ratio of the moving tracks according to the spatio-temporal
redundancy; and

a synopsizing unit, configured to synopsize the moving
tracks of the moving objects according to the synopsis ratio
of the moving tracks that is determined by the calculating
unit.

With reference to the second aspect, in a first possible
implementation manner of the second aspect, the original
video includes at least one video segment; the extracting unit
is configured to acquire time coordinate values correspond-
ing to start frames and end frames of the moving objects, and
spatial coordinate values passed by the moving tracks of the
moving objects; and

the calculating unit further includes:

a temporal collision probability calculating subunit, con-
figured to calculate a temporal collision probability between
the moving objects according to the time coordinate values
corresponding to the start frames and the end frames of the
moving objects;

a spatial crossover probability calculating subunit, con-
figured to calculate a spatial crossover probability between
the moving tracks according to the spatial coordinate values
passed by the moving tracks of the moving objects;

a spatio-temporal redundancy acquiring subunit, config-
ured to obtain the spatio-temporal redundancy of the moving
tracks according to the temporal collision probability and the
spatial crossover probability; and

a synopsis ratio acquiring subunit, configured to deter-
mine the synopsis ratio of the moving tracks according to the
spatio-temporal redundancy.

With reference to the first possible implementation man-
ner of the second aspect, in a second possible implementa-
tion manner of the second aspect, the temporal collision
probability calculating subunit calculates the temporal col-
lision probability between the moving objects by using the
following formula:

®

lifetime of an 1™ object on an

i track withinan f video segment
Pr,(f) =1 ;

" lifetimes of all objects on the i# track’

within the f video segment

the spatial crossover probability calculating subunit cal-
culates the spatial crossover probability between the moving
objects by using the following formula:

@

the number of tracks crossing an i track

within an f video segment
Pd,,(f) =

the number of tracks

within the f video segment
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the spatio-temporal redundancy subunit
includes:

a total spatio-temporal crossover and collision probability
calculating secondary subunit, calculating a total spatio-
temporal crossover and collision probability between the

moving tracks by using the following formula:

acquiring

Py, ossimpact = (f)x(Pd, () +P1; (1) ®

the spatio-temporal redundancy acquiring secondary sub-

unit, calculating the spatio-temporal redundancy between
the moving tracks by using the following formula:

0, (=1 _Piyncross—impact(f); @

where f indicates an f* video segment obtained after the
original video is segmented by time or frame; t, , indicates
a movement time period of an n” moving object on an i”
moving track within the f* video segment, where the t;,, 18
less than or equal to a lifetime of the n”” moving object, and
the lifetime is a time period between a time point of a start
frame and a time point of an end frame of the moving object;
and W(f) indicates a sensitivity adjustment function of the
temporal collision probability and the spatial crossover
probability.

With reference to the second aspect, the first possible
implementation manner of the second aspect, and the second
possible implementation manner of the second aspect, in a
third possible implementation manner of the second aspect,
the synopsizing unit includes:

a first rate-changing subunit, configured to keep frames of
the moving tracks unchanged and change original frame
rates of the moving tracks, according to the synopsis ratio of
the moving tracks; or

a second rate-changing subunit, configured to keep origi-
nal frame rates of the moving tracks unchanged and reduce
frames of the moving tracks, according to the synopsis ratio
of the moving tracks; or

a third rate-changing subunit, configured to reduce frames
of the moving tracks and change original frame rates of the
moving tracks, according to the synopsis ratio of the moving
tracks.

With reference to the third possible implementation man-
ner of the second aspect, in a fourth possible implementation
manner of the second aspect, the first rate-changing subunit
is specifically configured to obtain change values of frame
rates of the moving tracks according to the synopsis ratio of
the moving tracks, and perform an acceleration on the
moving tracks by increasing the frame rates according to the
change values of the frame rates.

With reference to the fourth possible implementation
manner of the second aspect, in a fifth possible implemen-
tation manner of the second aspect, the second rate-changing
subunit is specifically configured to obtain change values of
the frames of the moving tracks according to the synopsis
ratio of the moving tracks, and perform an acceleration on
the moving tracks by reducing the frames according to the
change values of the frames.

With reference to the fifth possible implementation man-
ner of the second aspect, in a sixth possible implementation
manner of the second aspect, the third rate-changing subunit
is specifically configured to obtain change values of frame
rates and change values of the frames of the moving tracks
according to the synopsis ratio of the moving tracks, and
perform an acceleration on the moving tracks by changing
the frame rates and reducing the frames, according to the
change values of the frame rates and the change values of the
frames.
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With reference to any one of the first to the sixth possible
implementation manners of the second aspect, in a seventh
possible implementation manner of the second aspect, the
apparatus further includes:

a customized rate-changing subunit, configured to per-
form customized rate changing, by setting an area of inter-
est, within a value range of the synopsis ratio, on a moving
track in the area of interest; or

an automatic rate-changing subunit, configured to change
rates of the moving tracks of the moving objects according
to the synopsis ratio.

According to a video synopsis method and apparatus
provided in the embodiments of the present invention,
moving objects and moving tracks are extracted from an
original video, and a spatio-temporal redundancy between
the tracks is calculated. That is, the spatio-temporal redun-
dancy between the moving tracks is obtained based on an
overlapping probability, in time and space, of the moving
tracks. Therefore, synopsis ratios of different moving tracks
are obtained separately, and rates of the different moving
tracks are changed separately according to the different
synopsis ratios, thereby reflecting different representations
of the different tracks and diversifying display manners of a
synopsis result. Further optionally, based on the foregoing
description, by setting an area of interest for a user, a rate of
an object or an area that the user is interested in may be
reduced, thereby enabling the user to make a full observation
and ensuring information integrity of a track of an object.

BRIEF DESCRIPTION OF DRAWINGS

To describe the technical solutions in the embodiments of
the present invention more clearly, the following briefly
introduces the accompanying drawings required for describ-
ing the embodiments. Apparently, the accompanying draw-
ings in the following description show merely some embodi-
ments of the present invention, and a person of ordinary skill
in the art may still derive other drawings from these accom-
panying drawings without creative efforts.

FIG. 1 is a flowchart of a video synopsis method accord-
ing to Embodiment 1 of the present invention;

FIG. 2 is an implementation diagram of re-shooting an
original video by segment in the video synopsis method
according to Embodiment 1 of the present invention;

FIG. 3 is a structural block diagram of a video synopsis
apparatus according to Embodiment 2 of the present inven-
tion;

FIG. 4 is a structural block diagram of a calculating unit
in the video synopsis apparatus according to Embodiment 2
of the present invention; and

FIG. 5 is a structural block diagram of a synopsizing unit
in the video synopsis apparatus according to Embodiment 2
of the present invention.

DESCRIPTION OF EMBODIMENTS

The following clearly describes the technical solutions in
the embodiments of the present invention with reference to
the accompanying drawings in the embodiments of the
present invention. Apparently, the described embodiments
are merely a part rather than all of the embodiments of the
present invention. All other embodiments obtained by a
person of ordinary skill in the art based on the embodiments
of the present invention without creative efforts shall fall
within the protection scope of the present invention.
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Embodiment 1

As shown in FIG. 1, this embodiment of the present
invention provides a video synopsis method, and the method
includes the following steps:

S101. Extract at least two moving objects and moving
tracks of the at least two moving objects from an original
video.

In a specific application scenario, extracting the moving
objects and the moving tracks of the moving objects from
the original video relates to a moving object segmentation
technology. That is, a foreground and a background of the
video are segmented. Separating a foreground from a back-
ground in a video facilitates independent processing of the
foreground or the background. The foreground herein refers
to a moving object and a track of the moving object, and the
background herein refers to an object that is not a moving
object or a track of the moving object. After the foreground
is separated from the background, the obtained background
may be processed in various ways, such as background light
strengthening and background identification. After the back-
ground is processed, the foreground, that is, the moving
object and the track of the moving object, may be added, and
this is independent processing of the background. Similarly,
after the foreground is separated from the background, it
may also be that the foreground, that is, the moving object
and the track of the moving object, is processed indepen-
dently, and then the background is added. In the technical
solutions provided in this embodiment, after a foreground
obtained by means of segmentation, that is, a moving object
and a track of the moving object, is processed independently,
a different moving object and a track of the different moving
object are superposed layer by layer.

However, before moving object segmentation is imple-
mented, moving object detection and tracking need to be
performed first, so as to obtain a moving object and a track
of the moving object. In a specific implementation process,
there are many methods that may be used to implement
moving object detection and tracking, and technologies of
moving object detection and moving object tracking are
combined to extract a moving object and a moving track of
the moving object. For example, a frame difference method
and a background modeling method may be used in moving
object detection. Tracking technologies such as a mean shift
(mean shift) method and a long term tracking algorithm
(long term tracking,) may be used in moving object tracking.
By extracting the moving objects and the moving tracks of
the moving objects from the original video, time coordinates
corresponding to time points of start frames and end frames
of the moving objects, and a series of spatial coordinates
passed by the moving tracks is obtained.

S102. Calculate a spatio-temporal redundancy between
the at least two moving tracks, and determine a synopsis
ratio of the moving tracks according to the spatio-temporal
redundancy.

According to the different moving objects and the moving
tracks of the different moving objects that are obtained from
the original video in step S101, a temporal collision prob-
ability of the tracks is obtained according to a probability
that time coordinates corresponding to time points of a start
frame and an end frame of a moving object on one of the
moving tracks overlap with time coordinates corresponding
to time points of start frames and end frames of other
moving objects. The temporal collision probability is a
probability that a lifetime of a moving object on a moving
track overlaps with lifetimes of other moving objects on the
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moving track, where the lifetime of the moving object is
obtained according to time points of a start frame and an end
frame of the moving object.

According to the different moving objects and the moving
tracks of the different moving objects that are obtained from
the original video in step S101, a spatial crossover prob-
ability of the tracks is obtained according to a probability
that a series of spatial coordinates obtained on a track passed
in space by one of the moving objects overlaps with a series
of spatial coordinates obtained on tracks passed in space by
other moving objects. The spatial crossover probability is a
probability that a moving object on a moving track crosses
other moving tracks.

That is, the temporal collision probability is analyzed
based on one moving track in a case in which a temporal
collision occurs among multiple moving objects on the
moving track. When only one moving object exists on the
moving track, the temporal collision probability is zero. The
spatial crossover probability is analyzed based on different
moving tracks in a case in which a spatial crossover occurs
among the different moving tracks. When all moving objects
share one moving track, the spatial crossover probability is
Zero.

A spatial crossover probability and a temporal collision
probability that are obtained based on a same moving object
are independent of each other. A total spatio-temporal cross-
over and collision probability of a moving track may be
obtained by combining the two independent probabilities.
The total spatio-temporal crossover and collision probability
may be used to estimate/acquire a relative spatio-temporal
redundancy that exists between the moving track and other
moving tracks, that is, a ratio of frames which can be
synopsized to total frames, that is, a relative synopsis ratio
of the moving track. The synopsis ratio is a ratio of the
amount of data contained in a synopsized video to the
amount of data contained in the original video.

S103. Synopsize the moving tracks of the moving objects
according to the synopsis ratio of the moving tracks.

According to the synopsis ratio of the moving tracks that
is obtained in S102, that is, the ratio of the frames which can
be synopsized to the total frames, rates of the moving tracks
are changed. Specifically, a larger spatio-temporal redun-
dancy indicates a larger synopsis ratio of the tracks. By
separately analyzing different moving tracks of moving
objects to acquire different synopsis ratios of the different
moving tracks, it may be implemented that rates of the
different moving tracks are separately changed according to
the synopsis ratios of the different moving tracks; at least a
movement rate of one moving object relative to other
moving objects is changed; and spatial positions and rate-
changing speeds of rate-changeable moving tracks are
obtained.

In this embodiment of the present invention, a spatio-
temporal redundancy between moving tracks is obtained
based on an overlapping probability, in time and space, of
the moving tracks. Therefore, synopsis ratios of different
moving tracks are obtained separately, and rates of the
different moving tracks are changed separately according to
the different synopsis ratios, thereby reflecting different
representations of the different tracks and diversifying dis-
play manners of a synopsis result. By using a specific
instance, the following describes the video synopsis method
based on temporal compression of tracks provided in the
present invention.

A specific implementation process of step S101 in the
video synopsis method based on the temporal compression
of tracks in the present invention may include the following.
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In a specific implementation process, extracting the mov-
ing objects and the moving tracks from the entire original
video may obtain a large number of moving objects and
moving tracks at a time. This problem is more evident
especially with a surveillance video in the downtown in
which a large number of people and vehicles exist. There-
fore, as an optional implementation manner, the foregoing
extracting the moving objects and the moving tracks of the
moving objects from the original video may includes the
following steps:

a. Perform segmentation on the original video to obtain at
least two video segments.

Optionally, the segmentation may be based on time or in
other manners. In addition, different segmentation manners
may be selected for surveillance videos in different envi-
ronments. For example, for a surveillance video in the
downtown in which multifarious moving objects exist, a
segment length selected during segmentation may be rela-
tively short. In this way, moving objects and tracks of the
moving objects that are obtained at a time are within a
relatively proper range, and an analysis of a spatio-temporal
redundancy within this period of time is more accurate and
an obtained effect is clearer, thereby facilitating a viewer’s
watching.

b. Select any video segment from the at least two video
segments and extract moving objects and moving tracks of
the moving objects from the video segment.

A specific implementation process of step S102 in the
video synopsis method based on the temporal compression
of tracks in the present invention is as follows:

According to the segmentation of the original video and
the different moving objects and the moving tracks that are
obtained from one video segment in the foregoing steps, a
temporal collision probability of the tracks is obtained
according to a probability that time coordinates correspond-
ing to time points of a start frame and an end frame of a
moving object on a moving track in the video segment
overlap with time coordinates corresponding to time points
of'start frames and end frames of other moving objects in the
video segment. The temporal collision probability is a
probability that a lifetime of a moving object on a moving
track overlaps with lifetimes of other moving objects on the
moving track, where the lifetime of the moving object is
obtained according to time points of a start frame and an end
frame of the moving object;

According to the segmentation of the original video and
the different moving objects and the moving tracks that are
obtained from one video segment in the foregoing steps, a
spatial crossover probability of the tracks is obtained accord-
ing to a probability that a series of spatial coordinates
obtained on a track passed in space by a moving object in the
video segment overlaps with a series of spatial coordinates
obtained on tracks passed in space by other moving objects
in the video segment. The spatial crossover probability is a
probability that a moving object on a moving track crosses
other moving tracks.

A spatial crossover probability and a temporal collision
probability that are obtained based on a same moving object
in a same video segment are independent of each other. A
total spatio-temporal crossover and collision probability of
the moving track may be obtained by combining the two
independent probabilities. The total spatio-temporal cross-
over and collision probability is a relative spatio-temporal
redundancy that exists between the moving track and other
moving tracks, that is, a ratio of frames which can be
synopsized to total frames, that is, a relative synopsis ratio
of the moving track.
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Specifically, Track(t, ,.i,n) is used to indicate a moving
track in a video segment (an f video segment), that is, a
track that an n” object on an i moving track passes in a t
period; Pd, (1) is used to indicate a probability that other
moving tracks except the i” track cross the n” object on the
i”* track within the f” video segment, that is, a spatial
crossover probability; and Pt (f) is used to indicate a
probability that moving objects, which appear during peri-
ods except the t,, period in the original video segment that
contains the i” track, collide with the n” object on the i
track during the t,,, period, that is, a temporal collision
probability.

Specifically, the calculating a spatio-temporal redundancy
between the at least two moving tracks, and determining a
synopsis ratio of the moving tracks according to the spatio-
temporal redundancy may include the following.

As shown in FIG. 2, tracks of all objects in any video
segment (the f video segment is used as an example) are
aligned at start time after the original video is segmented,
and the spatio-temporal redundancy of the extracted moving
tracks is calculated by using the following formulas:

A spatial crossover is a case in which different moving
tracks cross each other in space, and the spatial crossover
probability may be specifically represented as:

the number of tracks crossing an i track

within an f* video segment
Pdin(f) =

the number of tracks

within the f video segment

Because different moving tracks only cross each other in
space but do not collide with each other in time, a temporal
collision is a case in which different moving objects on a
same moving track collide with each other, and the temporal
collision probability may be specifically represented as:

lifetime of an 1™ object on an

" track within an f* video segment

Piin(f)=1-— - ,
i) lifetimes of all objects on the i track

within the f video segment

where f indicates the f video segment obtained after the
original video is segmented by time or frame; t, , indicates
a movement time period of an n” moving object on an i
moving track within the f* video segment, where the t;,, 18
less than or equal to a lifetime of the n* moving object,
lifetimes of all objects on the i” track within the f* video
segment are the sum of the lifetimes of the all objects on the
i track within the f* video segment, and the lifetime is a
time period between a time point of a start frame and a time
point of an end frame of the moving object. Items in the
foregoing formulas may be obtained from time coordinates
and spatial coordinates within a lifetime of a moving track
in the original video in S101, and because the foregoing two
probabilities are independent of each other, for a track
Track(t, ,,i,n), a total crossover and collision probability is:

P, oss st (= (fix (Pd; ,(+P1; ()

In conclusion, the following trajectory optimization func-
tion may be set, so as to indicate a spatio-temporal redun-
dancy of the track Track(t, ,,i,n):

_1_p. cross-impact
Oinl)=1-Py (8
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W() indicates a sensitivity adjustment function of the
temporal collision probability and the spatial crossover
probability, and the function may be set to a non-increasing
function of the number of tracks within the f** video seg-
ment. For example, a value of the W(f) may be 0.5 or may
be greater than 0 and less than 1, which is an empirical value,
and the W(f) is adjustable with an adjustable range greater
than 0 and less than 1. Obviously, a larger spatio-temporal
redundancy O, (f) indicates a larger synopsis extent of the
track Track(t, ,.,i,n), that is, a larger synopsis ratio, because
a value of the spatio-temporal redundancy O, (f) is a value
of the synopsis ratio.

Then, the synopsis ratio of the moving tracks is deter-
mined according to the spatio-temporal redundancy.

According to the synopsis ratio of the moving tracks that
is obtained in the foregoing steps, that is, the ratio of the
frames which can be synopsized to the total frames, spe-
cifically, a larger spatio-temporal redundancy indicates a
larger synopsis ratio of the tracks. According to synopsis
ratios of different moving tracks, rates of the different
moving tracks are separately changed; at least a movement
rate of a moving object relative to other moving objects is
changed; and spatial positions and rate-changing speeds of
rate-changeable moving tracks are obtained. In a specific
implementation process, changing the rates of the moving
tracks may be implemented by using at least the following
approaches: 1) Change an original display frame rate. That
is, a display frame rate is not consistent with a display frame
rate of the original video, which may be classified into two
situations: a. Increase a frame rate. That is, on a premise that
the display frame rate is higher than the display frame rate
of the original video, in this case, an acceleration may be
performed by further increase display rates of the tracks by
keeping frames of the tracks unchanged or reducing frames
of a specified track; and a deceleration may be implemented
by increasing the frames of the specified track; b. Reduce the
frame rate. That is, on a premise that the display frame rate
is lower than the display frame rate of the original video, in
this case, an acceleration may be implemented by reducing
the frames of the tracks; and a deceleration may be imple-
mented by keeping the frames of the tracks unchanged or
increasing frames of a specified track; 2) Keep the original
display frame rate. That is, on a premise that the display
frame rate keeps consistent with the display frame rate of the
original video, an acceleration in a display rate of a specified
track may be implemented by reducing frames of the speci-
fied track; and a deceleration in the display rate of the
specified track may be implemented by increasing the
frames of the tracks.

As an optional implementation manner, based on the
foregoing approaches 1) of changing the rates of the moving
tracks, the frames of the moving tracks are kept unchanged;
original frame rates of the moving tracks are changed;
change values of frame rates of the moving tracks may be
obtained according to the synopsis ratio of the moving
tracks; and an acceleration is performed on the moving
tracks by increasing the frame rates according to the change
values of the frame rates. Specifically, the synopsis ratio of
the moving tracks is in direct proportion to the change values
of the frame rates of the moving tracks. That is, on a basis
of the original frame rates, a larger synopsis ratio indicates
a larger change of the frame rate, and a smaller synopsis
ratio indicates a smaller change of the frame rate. The
premise is that rate changes are all accelerations based on the
original frame rates, with an only difference in acceleration
amplitude.
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As another optional implementation manner, based on the
foregoing approaches 2) of changing the rates of the moving
tracks, original frame rates of the moving tracks are kept
unchanged; the frames of the moving tracks are reduced;
change values of the frames of the moving tracks may be
obtained according to the synopsis ratio of the moving
tracks; and an acceleration is performed on the moving
tracks by reducing the frames according to the change values
of the frames. Specifically, the synopsis ratio of the moving
tracks is in direct proportion to the change values of the
frames of the moving tracks. That is, on a basis of original
frames, a larger synopsis ratio indicates a larger change of
the frames, and a smaller synopsis ratio indicates a smaller
change of the frames. The premise is that frame changes are
all decreases based on the original frames, with an only
difference in decrease amplitude.

As yet another optional implementation manner, based on
the foregoing approaches 1) of changing the rates of the
moving tracks, the frames of the moving tracks are reduced
and original frame rates of the moving tracks are changed;
change values of frame rates and change values of the
frames of the moving tracks may be obtained according to
the synopsis ratio of the moving tracks; and an acceleration
is performed on the moving tracks by changing the frame
rates according to the change values of the frame rates, and
an acceleration is performed on the moving tracks by
reducing the frames according to the change values of the
frames. Specifically, the synopsis ratio of the moving tracks
is in direct proportion to the change values of the frame rates
of the moving tracks, and the synopsis ratio of the moving
tracks is in direct proportion to the change values of the
frames of the moving tracks. That is, on a basis of the
original frame rates, a larger synopsis ratio indicates a larger
change of the frame rate, and a smaller synopsis ratio
indicates a smaller change of the frame rate. The premise is
that rate changes are all accelerations based on the original
frame rates, with an only difference in acceleration ampli-
tude difference. In addition, on a basis of original frames, a
larger synopsis ratio indicates a larger change of the frames,
and a smaller synopsis ratio indicates a smaller change of the
frames. The premise is that frame changes are all decreases
based on the original frames, with an only difference in
decrease amplitude.

Based on any one of the foregoing implementation man-
ners, optionally, a user may set an area of interest in a
synopsized video. For example, in a real environment,
police may be interested in one or more objects when
watching the synopsized video. In this case, to slow down a
playback rate of objects of interest, customized rate chang-
ing may be performed on moving tracks of the one or more
objects of interest. That is, an adjustment is performed
between a display rate of the original video and a display
rate of the synopsized video. In this case, other moving
tracks may still be synopsized to a greatest extent according
to synopsis ratios of the other moving tracks. That is, other
moving objects move at a relatively fast rate. In this imple-
mentation manner, by performing a deceleration on the area
of interest, the area of interest thereby acquires a better
dynamic detail display effect. As described in the foregoing,
specific deceleration solutions may be implemented by
reducing the display frame rate or increasing the frames.

Optionally, the user may also not set the area of interest.
In this case, all moving tracks are synopsized according to
a synopsis ratio obtained according to a corresponding
spatio-temporal redundancy of the moving tracks. That is,
all moving objects move at a relatively fastest rate. That is,
display rates of different tracks are adjusted according to
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different synopsis ratios, so that on a premise that an
evenness effect of spatio-temporal display is ensured, it is
implemented that display time of a video synopsis result is
compressed intelligently and effectively.

A spatio-temporal redundancy of moving tracks is
obtained based on an overlapping probability, in time and
space, of the moving tracks in this embodiment of the
present invention. Therefore, synopsis ratios of different
moving tracks are obtained separately, and rates of the
different moving tracks are changed separately according to
the different synopsis ratios, thereby reflecting different
representations of the different tracks and diversifying dis-
play manners of a synopsis result. In addition, by further
performing a deceleration on an object or an area that a user
is interested in, the user may make a full observation,
thereby ensuring information integrity of a track of an
object.

Embodiment 2

As shown in FIG. 3, this embodiment of the present
invention provides a video synopsis apparatus 200, and the
apparatus includes:

an extracting unit 201, configured to extract at least two
moving objects and moving tracks of the at least two moving
objects from an original video;

a calculating unit 202, configured to calculate a spatio-
temporal redundancy between the at least two moving tracks
extracted by the extracting unit, and determine a synopsis
ratio of the moving tracks according to the spatio-temporal
redundancy; and

a synopsizing unit 203, configured to synopsize the mov-
ing tracks of the moving objects according to the synopsis
ratio, determined by the calculating unit 202, of the moving
tracks.

In a specific application scenario, extracting the moving
objects and the moving tracks of the moving objects from
the original video by the extracting unit 201 relate to a
moving object segmentation technology. That is, a fore-
ground and a background of the video are segmented.
Separating a foreground from a background in a video
facilitates independent process of the foreground or the
background. The foreground herein refers to a moving
object and a track of the moving object, and the background
herein refers to an object that is not a moving object or a
track of the moving object. After the foreground is separated
from the background, the obtained background may be
processed in various ways, such as background light
strengthening and background identification. After the back-
ground is processed, the foreground, that is, the moving
object and the track of the moving object, may be added, and
this is independent processing of the background. Similarly,
after the foreground is separated from the background, it
may also be that the foreground, that is, the moving object
and the track of the moving object, is processed indepen-
dently, and then the foreground is added. In the technical
solutions provided in this embodiment, after a foreground
obtained by approaches of segmentation, that is, a moving
object and a track of the moving object, is processed
independently, a different moving object and a track of the
different moving object are superposed layer by layer.

However, before moving object segmentation is imple-
mented, moving object detection and tracking need to be
performed first, so as to obtain a moving object and a track
of the moving object. In a specific implementation process,
there are many methods that may be used to implement
moving object detection and tracking, and technologies of
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moving object detection and moving object tracking are
combined to acquire a moving track, thereby extracting a
moving object and a moving track of the moving object. For
example, a frame difference method and a background
modeling method may be used in moving object detection.
Tracking technologies such as a mean shift (mean shift)
method and a long term tracking algorithm (long term
tracking, TLD) may be used in moving object tracking. By
extracting the moving objects and the moving tracks of the
moving objects from the original video, time coordinates
corresponding to time points of start frames and end frames
of the moving objects, and a series of spatial coordinates
passed by the moving tracks is obtained.

In a specific implementation process, extracting the mov-
ing objects and the moving tracks from the entire original
video may obtain a large number of moving objects and
moving tracks at a time. This problem is more evident
especially with a surveillance video in the downtown in
which a large number of people and vehicles exist. There-
fore, as an optional implementation manner, the extracting
unit 201 may be configured to obtain at least two video
segments after segmenting the original video by time or
frame.

The extracting unit 201 is configured to select one video
segment from the at least two video segments and extract the
moving objects and the moving tracks of the moving objects
from the video segment.

Specifically, the original video may be segmented based
on time or other manners. In addition, different segmentation
manners may be selected for surveillance videos in different
environments. For example, for a surveillance video in the
downtown in which multifarious moving objects exist, a
segment length selected during segmentation may be rela-
tively short. In this way, moving objects and tracks of the
moving objects that are obtained at a time are within a
relatively proper range, and an analysis of a spatio-temporal
redundancy within this period of time is more accurate and
an obtained effect is clearer, thereby facilitating a viewer’s
watching.

Optionally, the extracting unit 201 is further configured to
acquire time coordinate values corresponding to the start
frames and the end frames of the extracted moving objects,
and spatial coordinate values passed by the moving tracks of
the moving objects.

Further optionally, as shown in FIG. 4, the calculating unit
202 further includes:

a temporal collision probability calculating subunit 202a,
configured to calculate a temporal collision probability
between the moving objects according to the time coordinate
values corresponding to the start frames and the end frames
of the moving objects;

a spatial crossover probability calculating subunit 2025,
configured to calculate a spatial crossover probability
between the moving tracks according to the spatial coordi-
nate values passed by the moving tracks of the moving
objects;

a spatio-temporal redundancy acquiring subunit 202c,
configured to obtain the spatio-temporal redundancy of the
moving tracks according to the temporal collision probabil-
ity and the spatial crossover probability; and

a synopsis ratio acquiring subunit 2024, configured to
determine the synopsis ratio of the moving tracks according
to the spatio-temporal redundancy.

The temporal collision probability calculating subunit
202a calculates the temporal collision probability between
the moving objects by using the following formula:
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lifetime of an n™ object on an

i track within an f video segment
Pia(f)=1-

lifetimes of all objects on the i track

within the f video segment

The spatial crossover probability calculating subunit 2025
calculates the spatial crossover probability between the
moving objects by using the following formula:

the number of tracks crossing an # track

within an f video segment

Pdin(f) = the number of tracks

within the f video segment

The
includes:

a total spatio-temporal crossover and collision probability
calculating secondary subunit, calculating a total spatio-
temporal crossover and collision probability between the
moving tracks by using the following formula:

spatio-temporal redundancy acquiring subunit

Py T IR =[x (Pd; ()Pt (/)); and

the spatio-temporal redundancy acquiring secondary sub-
unit, calculating the spatio-temporal redundancy between
the moving tracks by using the following formula:

—1_ cross-impact( f\.
Oi;.(f) 1-P,, (05

where f indicates an f* video segment obtained after the
original video is segmented by time or frame; t, , indicates
a movement time period of an n” moving object on an i”
moving track within the f* video segment, where the t,,, 18
less than or equal to a lifetime of the n” moving object, and
the lifetime is a time period between a time point of a start
frame and a time point of an end frame of the moving object;
and W(f) indicates a sensitivity adjustment function of the
temporal collision probability and the spatial crossover
probability.

The extracting unit 201 obtains by means of extraction the
different moving objects and the moving tracks of the
different moving objects from the original video, and the
extracting unit 201 extracts time coordinates corresponding
to time points of a start frame and an end frame of a moving
object on one of the moving tracks. The calculating unit 202
obtains the temporal collision probability of the tracks
according to a probability that the time coordinates, which
is extracted by the extracting unit 201, corresponding to the
time points of the start frame and the end frame of the
moving object on one of the moving tracks overlap with time
coordinates corresponding to time points of start frames and
end frames of other moving objects. The temporal collision
probability is a probability that a lifetime of a moving object
on a moving track overlaps with lifetimes of other moving
objects on the moving track, where the lifetime of the
moving object is obtained according to time points of a start
frame and an end frame of the moving object.

The extracting unit 201 obtains by means of extraction the
different moving objects and the moving tracks of the
different moving objects from the original video, and the
extracting unit 201 extracts a series of spatial coordinates
obtained on a track passed in space by one of the moving
objects and a series of spatial coordinates obtained on tracks
passed in space by other moving objects. The calculating
unit 202 obtains the spatial crossover probability of the
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tracks according to a probability that a series of spatial
coordinates, which are extracted by the calculating extract-
ing unit 201 and obtained on the track passed in space by one
of the moving objects, overlaps with a series of spatial
coordinates obtained on tracks passed in space by the other
moving objects. The spatial crossover probability is a prob-
ability that a moving object on a moving track crosses other
moving tracks.

That is, the temporal collision probability is analyzed
based on one moving track in a case in which a temporal
collision occurs among multiple moving objects on the
moving track. When only one moving track exists on the
moving track, the temporal collision probability is zero. The
spatial crossover probability is analyzed based on different
moving tracks in a case in which a spatial crossover occurs
among the different moving tracks. When all moving objects
share one moving track, the spatial crossover probability is
Zero.

A spatial crossover probability and a temporal collision
probability that are obtained based on a same moving object
are independent of each other. The spatio-temporal redun-
dancy acquiring subunit in the calculating unit 202 may
obtain a total spatio-temporal crossover and collision prob-
ability of the moving track by combining the two indepen-
dent probabilities, and may use the total spatio-temporal
crossover and collision probability to estimate/acquire a
relative spatio-temporal redundancy that exists between the
moving track and other moving tracks, that is, a ratio of
frames which can be synopsized to total frames, that is, a
relative synopsis ratio of the moving track.

According to the synopsis ratio of the moving tracks that
is obtained by the calculating unit 202 by calculation, rates
of the moving tracks are changed, and the synopsis ratio is
the ratio of the frames which can be synopsized to the total
frames. Specifically, a larger spatio-temporal redundancy
indicates a larger synopsis ratio of the tracks. By separately
analyzing different moving tracks of moving objects to
acquire different synopsis ratios of the different moving
tracks, it may be implemented that rates of the different
moving tracks are separately changed according to the
synopsis ratios of the different moving tracks; at least a
movement rate of one moving object relative to other
moving objects is changed; and spatial positions and rate-
changing speeds of rate-changeable moving tracks are
obtained.

In a specific implementation process, changing the rates
of the moving tracks may be implemented by using at least
the following approaches: 1) Change an original display
frame rate. That is, a display frame rate is not consistent with
the original video, which may be classified into two situa-
tions: a. Increase a frame rate. That is, on a premise that the
display frame rate is higher than the display frame rate of the
original video, in this case, an acceleration may be per-
formed to further increase display rates of the tracks by
keeping frames of the tracks unchanged or reducing frames
of a specified track; and a deceleration may be implemented
by increasing the frames of the specified track; b. Reduce the
frame rate. That is, on a premise that the display frame rate
is lower than the display frame rate of the original video, in
this case, an acceleration may be implemented by reducing
the frames of the tracks; and a deceleration may be imple-
mented by keeping the frames of the tracks unchanged or
increasing frames of a specified track; 2) Keep the original
display frame rate. That is, on a premise that a playback
frame rate keeps consistent with the original video, an
acceleration may be performed to accelerate a display rate of
a specified track by reducing frames of the specified track;
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and a deceleration may be performed to decelerate the
display rate of the specified track by increasing the frames
of the tracks.

Specifically, based on the foregoing several rate-changing
approaches, the synopsizing unit 203 shown in FIG. 5 may
include:

a first rate-changing subunit, configured to, according to
the synopsis ratio of the moving tracks, keep frames of the
moving tracks unchanged and change original frame rates of
the moving tracks; or

a second rate-changing subunit, configured to, according
to the synopsis ratio of the moving tracks, keep original
frame rates of the moving tracks unchanged and reduce
frames of the moving tracks; or

a third rate-changing subunit, configured to, according to
the synopsis ratio of the moving tracks, reduce frames of the
moving tracks and change original frame rates of the moving
tracks.

Further optionally, the first rate-changing subunit obtains
change values of frame rates of the moving tracks according
to the synopsis ratio of the moving tracks, and performs an
acceleration on the moving tracks by increasing the frame
rates according to the change values of the frame rates.
Specifically, the synopsis ratio of the moving tracks is in
direct proportion to the change values of the frame rates of
the moving tracks. That is, on a basis of the original frame
rates, a larger synopsis ratio indicates a larger change of the
frame rate, and a smaller synopsis ratio indicates a smaller
change of the frame rate. The premise is that rate changes are
all accelerations based on the original frame rates, with an
only difference in acceleration amplitude. The second rate-
changing subunit obtains change values of the frames of the
moving tracks according to the synopsis ratio of the moving
tracks, and performs an acceleration by reducing the frames
for the moving tracks according to the change values of the
frames. Specifically, the synopsis ratio of the moving tracks
is in direct proportion to the change values of the frames of
the moving tracks. That is, on a basis of original frames, a
larger synopsis ratio indicates a larger change of the frames,
and a smaller synopsis ratio indicates a smaller change of the
frames. The premise is that frame changes are all decreases
based on the original frames, with an only difference in
decrease amplitude. The third rate-changing subunit obtains
change values of frame rates and change values of the
frames of the moving tracks according to the synopsis ratio
of the moving tracks, and performs an acceleration by
changing the frame rates and reducing the frames of the
moving tracks, according to the change values of the frame
rates and the change values of the frames. Specifically, the
synopsis ratio of the moving tracks is in direct proportion to
the change values of the frame rates of the moving tracks,
and the synopsis ratio of the moving tracks is in direct
proportion to the change values of the frames of the moving
tracks. That is, on a basis of the original frame rates, a larger
synopsis ratio indicates a larger change of the frame rate, and
a smaller synopsis ratio indicates a smaller change of the
frame rate. The premise is that rate changes are all accel-
erations based on the original frame rates, with an only
difference in acceleration amplitude. In addition, on a basis
of original frames, a larger synopsis ratio indicates a larger
change of the frames, and a smaller synopsis ratio indicates
a smaller change of the frames. The premise is that frame
changes are all decreases based on the original frames, with
an only difference in decrease amplitude.
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In the foregoing apparatus, optionally, the synopsizing
unit 203 may further include:

a customized rate-changing subunit, configured to per-
form customized rate changing, by setting an area of inter-
est, within a value range of the synopsis ratio, on a moving
track in the area of interest; or

an automatic rate-changing subunit, configured to change
the rates of the moving tracks according to the synopsis
ratio.

A user may set an area of interest in a synopsized video
by using the customized rate-changing subunit. For
example, in a real-life environment, a policeman may be
interested in one or more objects when watching the syn-
opsized video. In this case, to slow down a playback rate of
objects of interest, customized rate changing may be per-
formed on moving tracks of the one or more objects of
interest. That is, an adjustment is performed between a
display rate of the original video and a display rate of the
synopsized video. In this case, other moving tracks may still
be synopsized to the greatest extent according to synopsis
ratios of the other moving tracks. That is, other moving
objects move at a relatively fast rate. In this implementation
manner, by performing a deceleration on the area of interest,
the area of interest thereby acquires a better dynamic detail
display effect. As described in the foregoing, specific decel-
eration solutions may be implemented by reducing the
display frame rate or increasing the frames.

Optionally, when the user does not set the area of interest,
by using the automatic rate-changing subunit, all moving
tracks are synopsized according to a synopsis ratio obtained
according to a corresponding spatio-temporal redundancy of
the moving tracks. That is, all moving objects move at a
relatively fastest rate. That is, display rates of different tracks
are adjusted according to different synopsis ratios, so that on
a premise that an evenness effect of spatio-temporal display
is ensured, it is implemented that display time of a video
synopsis result is compressed intelligently and effectively.

A spatio-temporal redundancy of moving tracks is
obtained based on an overlapping probability, in time and
space, of the moving tracks in this embodiment of the
present invention. Therefore, synopsis ratios of different
moving tracks are obtained separately, and rates of the
different moving tracks are changed separately according to
the different synopsis ratios, thereby reflecting different
representations of the different tracks and diversifying dis-
play manners of a synopsis result. In addition, by further
performing a deceleration on an object or an area that a user
is interested in, the user may make a full observation,
thereby ensuring information integrity of a track of an
object.

What is claimed is:

1. A video synopsis method, comprising: extracting at
least two moving objects and moving tracks of the at least
two moving objects from an original video; obtaining a
spatio-temporal redundancy between the at least two moving
tracks, and determining a synopsis ratio of the moving tracks
according to the spatio-temporal redundancy; and synopsiz-
ing the moving tracks of the moving objects according to the
synopsis ratio of the moving tracks;

wherein the original video comprises at least one video

segment, and before the obtaining the spatio-temporal
redundancy between the at least two moving tracks,
and determining the synopsis ratio of the moving tracks
according to the spatio-temporal redundancy, the
method further comprises:

acquiring, from the at least one video segment, one or

more time coordinate values corresponding to time
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points of start frames and end frames of the moving
objects, and spatial coordinate values passed by the
moving tracks of the moving objects; and

the obtaining the spatio-temporal redundancy between the
at least two moving tracks, and determining the syn-
opsis ratio of the moving tracks according to the
spatio-temporal redundancy further comprises:

obtain a temporal collision probability between the mov-
ing objects according to the time coordinate values
corresponding to the start frames and the end frames of
the moving objects;

obtain a spatial crossover probability between the moving
tracks according to the spatial coordinate values passed
by the moving tracks of the moving objects; obtaining
the spatio-temporal redundancy of the moving tracks
according to the temporal collision probability and the
spatial crossover probability; and determining the syn-
opsis ratio of the moving tracks according to the
spatio-temporal redundancy.

2. The method according to claim 1, wherein the method

comprises:

obtaining the temporal collision probability using the

following formula:

M

lifetime of an n™ object on an

i track within an f video segment
Pr,(f)=1- ;

lifetimes of all objects on the i* track’

within the f video segment

obtaining the spatial crossover probability using the fol-
lowing formula:

@

the number of tracks crossing an # track

within an f video segment
Pd,,(f) =

the number of tracks

within the f video segment

obtaining a total spatio-temporal crossover and collision
probability using the following formula:

P, o et )= f)x (Pd ()Pt (1); 3

obtaining the spatio-temporal redundancy using the fol-
lowing formula:

Q)

wherein f indicates an £ video segment obtained after the
original video is segmented by time or frame; t,,
indicates a movement time period of an n” moving
object on an i” moving track within the f” video
segment, wherein the t,, is less than or equal to a
lifetime of the n”” moving object, and the lifetime is a
time period between a time point of a start frame and
a time point of an end frame of the moving object; and
W(f) indicates a sensitivity adjustment function of the
temporal collision probability and the spatial crossover
probability.

3. The method according to claim 1, wherein the synop-
sizing the moving tracks of the moving objects according to
the synopsis ratio of the moving tracks comprises:

keeping frames of the moving tracks unchanged and

changing original frame rates of the moving tracks,
according to the synopsis ratio of the moving tracks.

—1_ cross-impact( f\.
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4. The method according to claim 3, wherein the keeping
the frames of the moving tracks unchanged and changing the
original frame rates of the moving tracks, according to the
synopsis ratio of the moving tracks comprises:

obtaining change values of frame rates of the moving
tracks according to the synopsis ratio of the moving
tracks, and performing an acceleration on the moving
tracks by increasing the frame rates according to the
change values of the frame rates.

5. The method according to claim 3, wherein the keeping
the original frame rates of the moving tracks unchanged and
reducing the frames of the moving tracks, according to the
synopsis ratio of the moving tracks comprises:

obtaining change values of the frames of the moving
tracks according to the synopsis ratio of the moving
tracks, and performing an acceleration on the moving
tracks by reducing the frames according to the change
values of the frames.

6. The method according to claim 5, wherein the reducing
the frames of the moving tracks and changing the original
frame rates of the moving tracks, according to the synopsis
ratio of the moving tracks comprises:

obtaining change values of frame rates and change values
of the frames of the moving tracks according to the
synopsis ratio of the moving tracks, and performing an
acceleration on the moving tracks by changing the
frame rates and reducing the frames, according to the
change values of the frame rates and the change values
of the frames.

7. The method according to claim 1, wherein after the
synopsizing the moving tracks of the moving objects accord-
ing to the synopsis ratio of the moving tracks, the method
further comprises:

setting an area of interest, and performing customized rate
changing, within a value range of the synopsis ratio, on
a moving track in the area of interest; or

changing rates of the moving tracks of the moving objects
according to the synopsis ratio.

8. The method according to claim 1, wherein the synop-
sizing the moving tracks of the moving objects according to
the synopsis ratio of the moving tracks comprises:

keeping original frame rates of the moving tracks
unchanged and reducing frames of the moving tracks,
according to the synopsis ratio of the moving tracks.

9. The method according to claim 1, wherein the synop-
sizing the moving tracks of the moving objects according to
the synopsis ratio of the moving tracks comprises:

reducing frames of the moving tracks and changing
original frame rates of the moving tracks, according to
the synopsis ratio of the moving tracks.

10. The method according to claim 1, wherein after the
synopsizing the moving tracks of the moving objects accord-
ing to the synopsis ratio of the moving tracks, the method
further comprises:

changing rates of the moving tracks of the moving objects
according to the synopsis ratio.

11. A video synopsis apparatus, wherein the apparatus

comprises:

an extracting unit, configured to extract at least two
moving objects and moving tracks of the at least two
moving objects from an original video;

a calculating unit, configured to obtain a spatio-temporal
redundancy between at least two moving tracks
extracted by the extracting unit, and determine a syn-
opsis ratio of the moving tracks according to the
spatio-temporal redundancy; and
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a synopsizing unit, configured to synopsize the moving
tracks of the moving objects according to the synopsis
ratio of the moving tracks that is determined by the
calculating unit;

wherein the original video comprises at least one video
segment, and before the obtaining the spatio-temporal
redundancy between the at least two moving tracks,
and determining the synopsis ratio of the moving tracks
according to the spatio-temporal redundancy, the the
video synopsis apparatus being further configured to:

acquire, from the at least one video segment, one or more
time coordinate values corresponding to time points of
start frames and end frames of the moving objects, and
spatial coordinate values passed by the moving tracks
of the moving objects; and

the obtaining the spatio-temporal redundancy between the
at least two moving tracks, and determining the syn-
opsis ratio of the moving tracks according to the
spatio-temporal redundancy further comprises:

obtain a temporal collision probability between the mov-
ing objects according to the time coordinate values
corresponding to the start frames and the end frames of
the moving objects;

obtain a spatial crossover probability between the moving
tracks according to the spatial coordinate values passed
by the moving tracks of the moving objects;

obtain the spatio-temporal redundancy of the moving
tracks according to the temporal collision probability
and the spatial crossover probability; and

determine the synopsis ratio of the moving tracks accord-
ing to the spatio-temporal redundancy.

12. The apparatus according to claim 11, wherein: the
extracting unit is configured to acquire time coordinate
values corresponding to start frames and end frames of the
moving objects and spatial coordinate values passed by the
moving tracks of the moving objects; and

the calculating unit further comprises:

a temporal collision probability calculating subunit, con-
figured to obtain the temporal collision probability
between the moving objects according to the time
coordinate values corresponding to the start frames and
the end frames of the moving objects;

a spatial crossover probability calculating subunit, con-
figured to obtain the spatial crossover probability
between the moving tracks according to the spatial
coordinate values passed by the moving tracks of the
moving objects;

a spatio-temporal redundancy acquiring subunit, config-
ured to obtain the spatio-temporal redundancy of the
moving tracks according to the temporal collision prob-
ability and the spatial crossover probability; and

a synopsis ratio acquiring subunit, configured to deter-
mine the synopsis ratio of the moving tracks according
to the spatio-temporal redundancy.

13. The apparatus according to claim 12, wherein the
temporal collision probability calculating subunit obtains
the temporal collision probability between the moving
objects using the following formula:

M

lifetime of an 7 object on an

i track within an £ video segment

Pi; =1- ;
in(f) lifetimes of all objects on the i track’

within the f video segment

10

15

20

25

30

35

40

45

50

55

60

65

22

the spatial crossover probability calculating subunit
obtains the spatial crossover probability between the
moving objects using the following formula:

@

the number of tracks crossing an i track

within an f video segment

Pdinf) = the number of tracks

within the f video segment

the spatio-temporal redundancy acquiring subunit com-
prises:

a total spatio-temporal crossover and collision probability
calculating secondary subunit, obtaining a total spatio-
temporal crossover and collision probability between
the moving tracks using the following formula:

P, o mpaet ()= fx(Pd, (1) +Pt;  (); ®

the spatio-temporal redundancy acquiring secondary sub-
unit calculating the spatio-temporal redundancy
between the moving tracks using the following for-
mula:

0, H=1- Piyncross—impact " @

wherein f indicates an f” video segment obtained after the
original video is segmented by time or frame; t,,
indicates a movement time period of an n” moving
object on an i”” moving track within the f” video
segment, wherein the t,, is less than or equal to a
lifetime of the n™ moving object, and the lifetime is a
time period between a time point of a start frame and
a time point of an end frame of the moving object; and
W(f) indicates a sensitivity adjustment function of the
temporal collision probability and the spatial crossover
probability.

14. The apparatus according to claim 11, wherein the

synopsizing unit comprises:

a first rate-changing subunit, configured to, according to
the synopsis ratio of the moving tracks, keep frames of
the moving tracks unchanged and change original
frame rates of the moving tracks.

15. The apparatus according to claim 14, wherein the first
rate-changing subunit is further configured to obtain change
values of frame rates of the moving tracks according to the
synopsis ratio of the moving tracks, and perform an accel-
eration on the moving tracks by increasing the frame rates
according to the change values of the frame rates.

16. The apparatus according to claim 14, wherein the
second rate-changing subunit is further configured to obtain
change values of the frames of the moving tracks according
to the synopsis ratio of the moving tracks, and perform an
acceleration on the moving tracks by reducing the frames
according to the change values of the frames.

17. The apparatus according to claim 16, wherein the third
rate-changing subunit is further configured to obtain change
values of frame rates and change values of the frames of the
moving tracks according to the synopsis ratio of the moving
tracks, and perform an acceleration on the moving tracks by
changing the frame rates and reducing the frames, according
to the change values of the frame rates and the change values
of the frames.

18. The apparatus according to claim 14, wherein the
synopsizing unit comprises:

a second rate-changing subunit, configured to, according

to the synopsis ratio of the moving tracks, keep original
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frame rates of the moving tracks unchanged and reduce
frames of the moving tracks.

19. The apparatus according to claim 14, wherein the

synopsizing unit comprises:

a third rate-changing subunit, configured to, according to 5
the synopsis ratio of the moving tracks, reduce frames
of the moving tracks and change original frame rates of
the moving tracks.

#* #* #* #* #*
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